Pressure Balancing 




With inktank still loaded, reload 
the original cartridge and close 
refill tray. 



Hold down start button for 5 
seconds till green light starts 
blinking. 





ft -: :- • Pressure balancing 




Pressure balancing 1 




in progress. 




is completed. 1 




(Green light blinks) 







3 When orange light comes on, 
open refill tray to remove the 
original cartridge. Repeat Check 
(step D, see overleaf) 



Refill Count 



To check the number of refills performed on your system, 
empty the refill tray, then press and hold the start button- 
Count the number of blinks. 



Error indicator blinks once 
for each refill. 




Battery indicator blinks once 
for every no refills. 



e.g. Battery indicator; 2 blinks and error indicaton 4 blinks 
Total refills completed; 24 
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INKJET AUTO REFILL SYSTEM 

Hs-45 

Instruction Guide 

For use with HP51645 (HP45), HP51640 (HP40) and C6615 (HP15). 




Thankyou for purchasing the Inke Inkjet Auto Refill System. 
Welcome to the easiest, quickest way to refill your Inkjet cartridges. 
To ensure the most out of your refill system, 
please take a few minutes to familiarise yourself with 
the instructions before using it. 

www.inl<e.com.sg 

Remember to register your warranty through our website or by posting the warranty card. 



CAUTION 

' This refill system is designed ONLY for HP51645 (HP45), HP51640 / 92261 (HP40) and 
C65i5 (HPi5) original cartridges. 

• Do not attempt to refill other models of original cartridges,' 

' The refill system is designed for use with designated original cartridges only. Do not attempt to 
refill cartridges which have been manually refilled. 

• To avoid damage to the system, use only original Inke ink tanks.* 
' Do not attemptto refill used Inke inktanks.* 

• The refill process takes 2 - 3 minutes. 
* This may void your warranty. 

IMPORTANT 

ORIGINAL CARTRIDGES 

' Refill as soon as the original cartridge is empty to prevent ink clog. 

• To avoid damage, be careful when handling the print head and circuit contacts, 

' Replace the refilled original cartridge into printer and perform a test print immediately. 

INKE WARRANTY 

The limited product warranty period for Inke products is 1 year from date of purchase or 30 times 
of refill, whichever is earlier. 

NOTE: 

Partially clogged or electronically defective cartridges cannot be detected by the refill system, 
and cannot be used even after refilling. 



USING THE INKE REFILL SYSTEM 

> For indoor use only. 

' Protect from heat, dust and moisture. 

' Place the refill system on a solid, horizontal, 

even surface, away from vibration. 
' Do not place near any items or equipment 

which generate magnetic fields 

(e.g. TV, motors, speakers). 
' Do not place near airconditioning units 

or explosive hazards. 
' Do not place any objects on the refill system 
• Use only supplied power adaptor or 

adaptors of our specified ratings. 
' Remove batteries when not in use. 



■ Do not use rechargeable batteries, 

' Do not leave the refill system unattended 

when it is activated, 
' Do not open the refill tray or turn off power 

during the refill process. 

• Do not touch the internal mechanism of 
the refill system. 

' This unit has no user-serviceable parts, 

• Do not break the seal as it will renderthe 
warranty void. 

' It is recommended that you refill your original 
cartridge for about 5-8 times. 



ADDITIONAL INFORMATION 

For the latest list of compatible printers, visit www.inke.com.sg 

To receive technical support or for enquiries, please email to enquiries@inke.com.sg 

All trademarks, OEM names and part numbers shown are exclusive properties of their respective 
owners and are solely used as reference to describe Inke products. Inke is not associated with or 
endorsed by these owners in whatsoever manner. All other rights reserved. 



TROUBLESHOOTING 
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START BUTTON BATTERY ERROR 


CAUSES 


REMEDIES 


• 0 

RED 




Original cartridge is not in 
place or not seated properly. 


Remove and re-seat 
cartridge. 


RED 


0 


Ink tank is not in place or 
not seated properly 


Remove and re-seat the ink 
tank. 


RED 


0 


Tray is open or not 
completely shut. 


Push in tray till a click is 
heard. 


'blinking' red 


'blinking' RED 


Tray is open or not 
completely shut. 


Push in tray till a click is 
heard. Reset refill system 
by turning main power off 
and on again. 


'blinking' red 


Batteries weak 


Change batteries 




'blinking' red 


Defective original cartridge 
resulting in incomplete 
filling. 


Remove original cartridge 
and do not use this 
cartridge. 


0 


0 


Main switch is off 


Turn on main switch 


0 


0 


Power adaptor not 
plugged In. 


Plug in power adaptor. 


0 


0 


Battery not loaded. 


Load batteries. 



TECHNICAL DATA 

Inkjet Auto Refill System 

Dimension : 200mm xi25mm xigomm 
Weight :i074g 
Inke Ink Tank 

Dimension :73,5mmx55,immx 26.7mm 

Weight :74g 

Capacity ; 40ml 

Filling Time for Cartridge 

2 - 3 minutes 



Power Supply Data 

Rating: DC 6V, 1.5 Amp --(•->- 

or 

Battery :AA Heavy Duty Alkaline Battery 
1.5V -4 pieces 
Ambient Conditions 

Storage Temperature : 5^ to 40^ 
Operating Temperature : i5°C to 40°C 
Humidity : 10% to 85% (Without Condensation) 



2037 / o / (vo) 



Features 



A.1 Plug in the power adaptor, 
or load batteries 



A.2 Turn on power 




. DC power 
. Power switch 




. Start Button/Light Indicator 
. Battery Indicator 
. Error Indicator 





The start button will light up and blink In different colours which indicate the status 
of the processes. 



B 



Load 



B.l Open refill tray and load 
original cartridge as shown. 



Ink tank slot HII 



■ 



D 



Original 
cartridge slot 




B.2 Load ink tank as shown, making sure white marks on ink 
tank and tray are aligned. Close refill tray. 





M 



Inktank IHUh' Original 
cartridge 



E 



Refill tray is open. 



STATUS • Start button displays green when the ink tank and original cartridge are loaded correctly 
with the tray closed. If it shows red, please refer to the Troubleshooting chart (see overleaf). 



Press 



C.I Press and release start button. 

Refilling process begins when the start 
button displays blinking green light. 



C.2 Once orange light comes on, 
remove the original cartridge. 





D Check 

D.l Cently dab 

away excess ink, 
DoNOTrubasthis 
maydamagethe 
print head. 



D.2 Turn cartridge overto D.3 Then gently dab print 
ensure no ink drips, head on absorbent tissue 

or cloth to ensure ink 
flows correctly 

\ 




0 




Print head should leave a mark 
like this on the absorbent tissue. 



Press Release 





us • -: 


:- • -; 


:- • Refilling in progress, st* 


Tus Refilling is completed. 


Note: Inke Ink tanks are for single-use only, and sbould be disposed of after refilling. If ink drips fronn 








(Green light blinks) 


(2 - 3 minutes) 


the original cartridge or does not flow properly, please perform Pressure Balancing (see overleaf). 



Store 



1 Load protective cartridge followed 
by protective tank. Close refill tray 



t 



2 Hold down start button for 5 seconds till green 
light starts blinking. When the light turns orange, 
the refill system can be turned off. 



Note: For proper storage, 
leave both protective cartridge 
and protective tank in the system 
after it is turned off. 



r - 




Press Hold Release 



To ensure the continued reliability of your 
refill system, please use the provided 
protective cartridge and protective tank 
after every refill. 





TUS • -: 


;- • -: 


;- • Cleaning 


in progress. sta 


us Cleaning is completed. 








(Green 1 


^ht blinks) 





Printer Compatibility 



Inke ink tanks are designed to be used witin tlieir respective refill system model. They are easy to use and affordable. 
Just drop in your original cartridge and Inke ink cartridge and press the button. Inke will do the rest. 

View an Inke demonstration 

Do remember to always use Inke ink tanks only 



For Use With 


Printer List 


HP15/ C6615AN 


Digital Copier 


310 






DeskJ et 


800 Series 

810C 

812C 

825C/CVR 

840C 

842C 

843C 

845C 

845CVR 


900 Series 

920C 

920CVR 

920CXI 

940C 

940CVR 


3810 Series 
3816 

3820 Series 


Fax 


1230 Series 






Office] et 


5100 Series 

5105 

5110 

5110V 

5110X1 


V Series 

V30 

V40 

V40XI 

V45 




PSC 


500 Series 
500CXi 


700 Series 

750 

750X1 


900 Series 
950 
950VR 
950X1 


HP40/ 51640A 


CopyJ et 


CopyJ et 
Copy] et M 






Design] et 


230 
250C 

330 
350C 


400 Series 

430 

450C 

455C 

488C 


650C/PS 


DeskJ et 


1200C/C/PS Series 






Quietjet 


Quietjet 
Quietjet + 






Thinkjet 


Thinkjet 






HP45/ 51645A 


Color Copier 


110 
120 
140 
145 
150 
155 
160 
170 
180 


210 

210LX 

260 

270 

280 

290 







190 






DesignJet 


700 Series 








750C 








750C Plus 








755CM 








755CM Plus 






DeskJ et 


700 Series 


800 Series 


900 Series 




710C 


815C 


9300 




712C 


820C 


930C 




720C 


820CE 


932C 




722C 


820CXI 


935C 






830C 


950C 




lOOOC/CSE/CXI Series 


832C 


952C 




llOOC (Europe and Latin America) 


850C 


955C (Japan) 




1120C/CSE/CXI Series 


850CXI 


959C 




1180C Series 


855C (U.S.) 


960C 




1220C/CSE/PS Series 


855CSE 


970CSE 




1600C 


870CSE 


970CXI 






870CXI 


980C 






880C 


990CSE 






882C 


990CXI 






890CSE 


995C 






890CXI 








895CSE 


6100 






895CXI 


6122 








6127 


Fax 


1220 Series 








1220X1 






Kodak Digital Science 


PSAIOOO 






OfficeJ et 


G Series 


K Series 


R Series 




G55 


K60 


R40 




G55XI 


K60XI 


R40XI 




G85 


K80 


R45 




G85XI 


K80XI 


R60 




G95 




R65 






T Series 


R80 






T45 


R80XI 






T45XI 








T65 








T65XI 




OfficeJ et Pro 


1150C Series 


1170C Series 






1150CSE 


1170CSE 








1175C 








1175CSE 








1175CXI 




PliotoSmart 


1000 Series 


1200 Series 


PllOO 




1100 Series 


1215 


PllOOXI 






1215VM 


P1115 




1300 Series 


1218 






1315 


1218X1 





